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USED
NOT

USED
NOT

USED
NOT

USED
NOT

USED
NOT

WIRING SCHEDULE
NO.

SPAN/CONDUIT
SIZE EXISTING CONDUCTORS BIKE

HEADS REMARKS

1 SPAN 2-2Cs, 2-3Cs, 1-VIDEO, 7-5C,
2-#8 1-5C MAINTAIN AND PROTECT EXISTING

CONDUCTORS

2
EX 3.5" 13-5C 1-5C MAINTAIN AND PROTECT EXISTING

CONDUCTORS
EX 3" 4-2Cs, 6-3Cs, 2-VIDEO

EX 2.5" 2-#8

3

EX 3" 4-2Cs, 6-3Cs, 2-VIDEO,
1-6PR

EX 3" 8-5C

EX 3" 7-5C 1-5C MAINTAIN AND PROTECT EXISTING
CONDUCTORS
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(PPB/BPB) PEDESTRIAN/BICYCLE PUSH BUTTON
MOUNTING SCHEDULE

PPB/BPB
NO. POLE NO.

ORIENTATION CLOCKWISE
0° OFFSET LINE TO

OLYMPIC DR.
PHASE SIGN ARROW DIRECTION IN

RELATION TO PUSH BUTTON

PPB21 1 0° 2 RIGHT

PPB22 7 0° 2 LEFT

PPB41 5 270° 4 LEFT

PPB42 6 270° 4 LEFT

PPB61 3 0° 6 LEFT

PPB62 4 350° 6 RIGHT

BPB63 2 180° 6 RIGHT

(P) POLE/PEDESTAL SCHEDULE

STANDARD
NO.

STATION/LOCATION
& OFFSET

(MEASURED WITH
RESPECT TO O-LINE)

STANDARD
TYPE

LENGTH
(FT)

FOUNDATION
TYPE

POLE
ATTACHMENT
POINT ANGLE

(DEGREES) NOTES

A1 A2 B

3 14+1.6, 42.7' LT PS 8 PS - - - SEE NOTE 1

4 13+51.7, 41.1' LT PPB POST 5 PPB POST - - - SEE NOTE 2

7 13+66.7, 37.5' RT PPB POST 5 PPB POST - - - SEE NOTE 2
NOTES:
1  SEE WSDOT STANDARD PLAN J-21.10-04 FOR TYPE PS STANDARD FOUNDATION DETAILS.
2  SEE WSDOT STANDARD PLAN J-20.10-03 FOR TYPE PPB POST STANDARD FOUNDATION DETAILS.

WIRING SCHEDULE

RUN NO.

SPAN OR
CONDUIT SIZE

EXISTING
CONDUCTORS

VEHICLE
HEADS

PED
HEADS

BIKE
HEADS

PPBS
1PR(SH) PREEMPT LOOP LOOP

LEAD-INS GROUND POWER
SERVICE

ROADWAY
LIGHTING

INTERCONNECT
6 PRCC

RG59 COAX
20 AWG REMARKS

1 EX 2" 1-6PR 1-#6 1 REMOVE EXISTING
CONDUCTORS

2
EX 2" 2-3C(SH), 2-5C, 1-5C

(PED), 1-COAX 2-5C 1-3C 1 2-3C(SH) 1-#6 1 REMOVE EXISTING
CONDUCTORS

EX 1" 2-#8 1-#6 2-#6 REMOVE EXISTING
CONDUCTORS

3

EX 2" 2-3C(SH), 1-COAX 2-3C(SH) 1-#6 1 REMOVE EXISTING
CONDUCTORS

EX 2" 2-5C, 1-5C (PED) 2-5C 1-3C 1 1-#6 REMOVE EXISTING
CONDUCTORS

EX 2" 2-#8 1-#6 2-#6 REMOVE EXISTING
CONDUCTORS

EX 2" 1-6PR 1-#6 1 REMOVE EXISTING
CONDUCTORS

4 1" PVC 1 1-#6

5 EX 2" 2-5C (PED) 1-5C 1 1-#6 REMOVE EXISTING
CONDUCTORS

6

EX 2" 2-3C(SH), 1-COAX 2-3C(SH) 1-#6 1 REMOVE EXISTING
CONDUCTORS

EX 2" 2-5C, 3-5C (PED) 2-5C 1-3C, 1-5C 3 1-#6 REMOVE EXISTING
CONDUCTORS

EX 2" 2-#8 1-#6 2-#6 REMOVE EXISTING
CONDUCTORS

EX 2" 1-6PR 1-#6 1 REMOVE EXISTING
CONDUCTORS

7 2" PVC 12-1C SPLICE IN
JUNCTION BOX

8

3" PVC 2-3C(SH) 6-2C(SH) 1-#6 1
3" PVC 2-5C 1-3C, 1-5C 3 1-#6
3" PVC 1-#6 2-#6
3" PVC 1-#6 1

9 2" PVC 4-1C SPLICE IN
JUNCTION BOX

10
EX 2" 1-3C(SH), 1-5C, 2-5C

(PED) 1-5C 1-5C 1-5C 1 1-3C(SH) 1-#6 1 REMOVE EXISTING
CONDUCTORS

EX 1" 2-#8 1-#6 2-#6 REMOVE EXISTING
CONDUCTORS

11

2" PVC 2-3C(SH) 6-2C(SH) 1-#6 1

2" PVC 2-5C 1-3C, 1-5C 4 1-#6
2" PVC 1-#6 2-#6
2" PVC 1-#6 1

12 1" PVC 1 1-#6

13 2" PVC 6-1C SPLICE IN
JUNCTION BOX

14

EX 3" 7-2C(SH), 3-3C(SH) 3-3C(SH) 7-2C(SH) 1-#6 1 REMOVE EXISTING
CONDUCTORS

EX 3" 3-5C, 5-5C (PED) 3-5C 2-5C, 1-3C 1-5C 5 1-#6 REMOVE EXISTING
CONDUCTORS

EX 2" 2-#8 1-#6 3-#6 REMOVE EXISTING
CONDUCTORS

EX 2" 1-6PR 1-#6 1 REMOVE EXISTING
CONDUCTORS

15

3" PVC 3-3C(SH) 7-2C(SH) 1-#6 1

3" PVC 3-5C 2-5C, 1-3C 1-5C 5 1-#6
2" PVC 1-#6 3-#6
2" PVC 1-#6 1

16 2" PVC 1-5C 1-5C 1 1-3C(SH) 1-#6

17 EX 2" 1-3C(SH), 1-5C, 1-5C
(PED) 1-5C 1-5C 1 1-3C(SH) 1-#6 REMOVE EXISTING

CONDUCTORS
18 2" PVC 1-3C 1 1-#6
19 2" PVC 2-2C(SH) 1-#6
20 3" PVC 1-3C 1 4-2C(SH) 1-#6
21 2" PVC 1-#6 3-#6

22

3" PVC 4-3C(SH) 7-2C(SH) 1-#6 1

3" PVC 4-5C 2-5C, 1-3C 2-5C 6 1-#6

3" PVC 1-#6 1

23
2" RGS

W/RISER PER PSC

24 2" PVC 1-#6 2-#6

25 EX 2" 2-2C(SH) 2-2C(SH) REMOVE EXISTING
CONDUCTORS

26 EX 2" 4-2C(SH) 4-2C(SH) REMOVE EXISTING
CONDUCTORS

NOTE: GROUND WIRE IN EXISTING CONDUITS ARE NOT SHOWN.
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KEY ITEMS
1 GENERATOR ANTI-THEFT TIE DOWN UNIT. SEE STANDARD

PLAN J-10.10 SHEET 4 FOR DETAILS.

2 GENERATOR TIE DOWN DRAINAGE WELL. SEE STANDARD
PLAN J-10.10 SHEET 4 FOR DETAILS.

3 #4 REBAR TO EACH CORNER. ROTATE AS NECESSARY TO
AVOID GROUND TILES.

4 #4 REBAR HOOP.
5 #4 REBAR. 90 DEGREE BEND WITH 30" LEGS.

6

GROUND TILE. DRIVE GROUND ROD AND ADJUST TILE PRIOR
TO PLACING CONCRETE TO ENSURE PROPER INSTALLATION.
SEE STANDARD PLAN J-60.05 SHEET 3 FOR ADDITIONAL
DETAILS.

7 GROUND ROD.

8 RIDGID GALVANIZED STEEL CONDUIT FOR SERVICE GROUND.
SEE STANDARD PLAN J-60.05 SHEETS 3 FOR DETAILS.

9 MODIFIED TYPE B SERVICE CABINET. SEE STANDARD PLAN
J-3b FOR CABNET DETAILS.

10

SIGNAL OR ITS CONTROLLER CABINET. SEE CONTRACT PLANS
FOR TYPE. PLACE 1/2: BEAD OF SILICONE BETWEEN CABINET
AND FOUNDATION. SEE STANDARD PLAN J-10.10 SHEET 1,
NOTE 4, FOR ANCHORING.

11 4" Ø x 1/2" DEEP SUMP. SEE STANDARD PLAN J-10.10 SHEET
1, CONSTRUCTION NOTE 4, FOR DETAILS.

12
SLOTTED STEEL CHANNEL AS SHOWN IN STANDARD PLAN
J-3b. MINIMUM 12" EMBEDMENT IN FOUNDATOIN
REQUIRED.

13 RETAINING WALL AROUND CABINET. SEE DRAWING S1.1 FOR
WALL DETAILS.

89"
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WIRING SCHEDULE

RUN NO.

SPAN OR
CONDUIT SIZE

EXISTING
CONDUCTORS GROUND ROADWAY

LIGHTING REMARKS

1
2" ECD

W/RISER PER PSE

2
2" ECD 1-#6 2-#6

2" ECD SPARE
3 2" ECD 1-#6 2-#6

(P) POLE/PEDESTAL SCHEDULE

STANDARD
NO.

STATION/LOCATION
& OFFSET STANDARD TYPE

LENGTH
(FT)

FOUNDATION
TYPE

LUMINAIRE
ARM

LENGTH (FT)
LUMINARE
WATTAGE

LUMINAIRE
MOUNT

HEIGHT (FT)
NOTES

1 15+50.0, 35.5' LT PEDESTRIAN LIGHT 12 - 32W LED 12
2 16+13.8, 35.5' LT PEDESTRIAN LIGHT 12 - 32W LED 12
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WIRING SCHEDULE

RUN NO.

SPAN OR
CONDUIT SIZE

EXISTING
CONDUCTORS GROUND ROADWAY

LIGHTING REMARKS

1
2" ECD

W/RISER PER PSE

2
2" ECD 1-#6 2-#6

2" ECD SPARE
3 2" ECD 1-#6 2-#6

(P) POLE/PEDESTAL SCHEDULE

STANDARD
NO.

STATION/LOCATION
& OFFSET STANDARD TYPE

LENGTH
(FT)

FOUNDATION
TYPE

LUMINAIRE
ARM

LENGTH
(FT)

LUMINARE
WATTAGE

LUMINAIRE
MOUNT

HEIGHT (FT)
NOTES

3 16+13.8, 34.9' LT
LIGHT STANDARD

WITH TYPE 1 MAST
ARM

35 8 250W 35 SEE
NOTE 1

4 16+76.7, 33.9' LT PEDESTRIAN LIGHT 12 - 32W LED 12
NOTE:
1. SEE WSDOT STANDARD PLAN J-28.10-01 FOR LIGHT STANDARD DETAILS.
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